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NOTES:

X 1. LIME SHALL BE APPLIED AT 6% BY WEIGHT
MINIMUM QUANTITY IS 36#/SY. IN SOME
AREAS A GREATER QUANTITY (OR A LIME
SERIES TEST) MAY BE REQUIRED AT THE
CITY’S DISCRETION.

X X 2. CEMENT SHALL BE APPLIED AT 5% BY WEIGHT.
MINIMUM QUANTITY IS 36#/SY.

|
{ 8"(7YP) [
SUBGRADE SHALL BE INITIALLY SCARIFIED TO A DEPTH OF 8", REMIX |
TVPE D" H.MAC THE TOP 6” AND RECOMPACTED TO 95% PROCTOR DENSITY IN
PE "A" OR TYPE "B" H.MA.C COMPLIANCE WITH TEX 113—E, SUBGRADE SHALL BE STABILIZED
TPE "A" OR TYPE "B" HMAG. w/__X__ LBS./SY. OF HYDRATED LIME OR W/_XX_ LBS./SY.
OF PORTLAND CEMENT AS RECOMMENDED BY GEOTECHNICAL REPORT.

HOT MIX ASPHALTIC CONCRETE:

38" H.M.A.C. PAVEMENT SECTION
TYPICAL CROSS SECTION

NTS

REVISIONS |

REVISIONS | | Revised 11/16/99 (Bar Size & Concrete Layer Thickness)
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